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Report Overview
This report shows how the Leuze CML730-R05-800.A/L-M12 light curtain operates properly with the Comtrol 10-Link
Master . This report contains the following topics:

IO-Link Master — 10-Link Diagnostics page
Configuring IO-Link settings

Setting up passwords

IO-Link device configuration

Using the data storage feature

Using the device validation feature

The light curtain was tested using Application Base v1.3.17 on the IO-Link Master 4-EIP (machine mountable IP67). This
report does not illustrate all Comtrol 10-Link Master features, such as: EtherNet/IP and Modbus/TCP configuration,
uploading the latest software, or network configuration.

|O-Link Master - 10-Link Diagnostics

IO-Link Diagnostics page displays the light curtain (without configuration) after connecting it to the Comtrol 10-Link
Master 4-EIP.

Comraor  Home [ EEFURERRRY Configuration Advanced  Attached Devices  Help

I0-LINK  ETHERNET/IP MODBUS/TCP

10-Link Diagnostics & [uppate| [sToR Live upDaTES| [ResET sTATISTICS|
10-LINK PORT STATUS B PORT1 B PORTZ B PORTZ = rorT4 PN
Port Name IoLink Part 1 10Link Port 2 10Link Pore 3 1oLk o
Port Mode IoLink T0Link 10Link 10Link
Port Status Operational, PDT Valid Operational PDI Valid  Inactive Inactive
I0Link State Operate Operate Init Init
Device Vendor Name Leuze electronic GmbH + Co. K& Leugs slectronic

GmbH + Co. KG

Device Product Name CML730-RO5-B00.A/L-M12 ODSL 568 M/L-2000-
Deuvice Serial Number 130856320 1205-000523 001
Vo103
Device Hardware Version ADD1 V0103
Device Firmuvare Version 0158 vez.00
Device 10-Link Version 1L 1.0
Actual Cycie Time 4.0'ms 4.0ms
Device Minimum Cycle Time  0.0'ms 0.0 ms
Configured Minimum Cycle 4 ms 4ms 4ms 4ms
Diata Storage Capable Yes No
Automaric Data Storage Disabled Digabled Diszhled Diszhled
Canfiguration
fusiiry Tnpur (A1) Bt on off off off
Device PDI Data Length 32 2
FDI Data Vaiid Yes Yes

IIEESt Rx PDI Data {MS Byte Fh, fh,ff, ih, fh, i, £Fh, fh £, 6, h, fh /6, fh, ffh, fh fh, B T £7h, 00 B, 00k, 00, 00k, 00h, 00h,00k,00h, 00k, 00h, fh,ffh | 08h.98h
rst)

Device PDO Data Length Q o

Lost PDO Contreller{s)
Errors

PDO Data Valid

Last To PDO Data [MS Byte
First}

Time Since Intiahzation 03m:18s.687ms 02mi54s.456ms v

Welcome Ademin © Copyright Comtral Corp.
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Configuring 10 -Link Settings

During 10-Link configuration, the Minimum Cycle Time can be left to the default value, as the 10-Link Master negotiates
the required Cycle Time with each 10-Link device.

This example shows configuring a port-friendly name. The Data Storage and Device Validation features are discussed
later in this report after using the Comtrol IO-Link Master to configure light curtain parameters.

ComTROL Home Diagnostics eRit-MClt 8 Advanced Attached Devices Help Logout BN

1I0-LINK. ETHERNET/IP MODBUS/TCP NETWORK MISC CLEAR SETTINGS

I0-Link Settings &
A friendly port name can be configured

IO-LINK PORT CONFIG

Part Namz LightCurtains3 10Link Porz 2 I0Link Porz 3 10Link Porz 4
Part Mode I0Link 10Link I0Link 10Link
Invert IO falss false falss false

Defzult Digital Cutput off off off off

Minimum Cycle Tims (4 - 538) 4 ms 4 ms 4 ms 4 ms

Data Storage Config

Storage Contents SmpLy empty empty EMpLY
Automatic Upload Enable Off off off off
Automatic Download Enzble Off Off off Off

Data Storage Manual Dps

UPLOAD and DOWNLOAD
Validation Config buttons display for devices
that support data storage

Device Vzlidation Mode None

Vendor Id (i - £3535) ] 1] i 4]
Device Id {0 - 16777215) o o 1] G
Serial Num

Data Validation Mode Mane None None MNome
PDI Length {0 - 22) 0 byt 0 byte 0 byte 0 byts
PDO Length {0 - 32) 0 byte 0 byte 0 byt= 0 byt=

Welcome At & Copyright Comtral Corp
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After Confi quring Port -Friendly Names

You can use the 10-Link Configuration page to customize the Port Name . The 10-Link Diagnostics page now displays
a friendly port name.

ComTROL Home QEuELGLCd«l Configuration Advanced Attached Devices Help logowt g2

IC-LINK. ETHERMNET/IP MODBUS/TCP

10-Link Diagnostics @ [uppate| [STOP LIVE URDATES| [RESET STATISTICS|
10-LINK PORT STATUS B PORT1 B PORTZ CON
Port Mame LightCurtainé3 Distance0DSL
Port Mode I0Link 10Link
Port Status Operational, PDI Valid Operationzl POI Valid
10Link State Operate Operate
Device Vendar Name Leuze electronic GmbH + Co. KG Leuze electronic GmbH + Ca. KG
Device Product Mame CMLT30-RO5-800.4/L-M12 ODS5L 968 M/L-2000-512
Device Serial Number 130856320 1205-000523 001 v¥01.03
Device Hardwars Version ADD1 V1,03
Device Firmware Version 01.98 voa2.00
Device I0-Link Version 1:1 1.0
Actual Cycle Time 4.0 m=s 4.0 ms
Device Minimum Cycle Time 0.0 ms 0.0 ms
Configured Minimum Cycle Time 4 ms 4ms i

Welcome Admin £ Copyright Comtral Corp.
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Setting Up Passwords

The 10-Link Master ships from the factory without passwords and administrative permissions are granted. You can use
the Advanced | Accounts page to set up passwords for the 10-Link Master. Admin, Operator, and User permissions are
defined in the help system on the Accounts page.

ComTROL Home Diagnostics Configuration QELNEG-G8 Attached Devices Help Logout [E=

SOFTWARE ACCOUNTS LOGFILES LICENSES

Accounts

Passwords saved : AdminPassword, OperatorPassword, UserPassword

ADMIN {PASSWORD IS CONFIGURED) |

Mew Password

Coenfirm Password

OPERATOR (PASSWORD IS CONFIGURED) | |
Mew Password

Confirm Password

USER (PASSWORD IS CONFIGURED) |

Mew Password

Confirm Password
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IO-Link Device Confiquration

You can use the Comtrol IO-Link Master to configure the IO-Link device.

If an 1ODD file is loaded, you may want to use the table (GUI) on the top of the 10-Link Device Description —
Port page to change parameter settings.

If an 10DD file is not loaded, you can use the ISDU Interface on the bottom of the 10-Link Device Description —
Port page

This section discusses the following topics:
Loading IODD files
Verifying that the correct IODD file is loaded
Changing IO-Link device parameters using the GUI
Resetting to the 10-Link device to factory defaults

Changing IO-Link device parameters using the ISDU Interface

Loading the 10DD Files

The 10DD file was downloaded from the Leuze web site.
1. Click Attached Devices | IODD Files
2. Click the UPLOAD IODD FILE button.
3. Click Browse , select the file set to upload, and click the Open button.
4. Click the UPLOAD button.

ComTROL Home Diagnostics Configuration  Advanced [ElctathSeUHCE8 Help logout B

I0DD FILEE SUMMARY PORT1 PORTZ2Z PORT3 PORT4

10-Link Device Description Files &

User I0DD files (click filename to view)

VENDOR DEVICE 10DD FILENAME VENDOR IMAGE DEVICE IMAGE SIZE |

SUPENDING!_I0-Link D Browse... l JPE@D CANCEL DELETE SELECTED

=% Standard I0-Link Definitions

Welcome Admin & Copyright Comtrof Corp.
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5. The IO-Link Master loads only the files required and may issue a message like this:

ComTROL Home Diagnostics Configurabion Advanced JELELGELEEEEEE Help Logout BN

I0DD FILES SUMMARY PORT1 PORTZ PORT3 PORT4

10-Link Device Description E  Upload
User I0DD files (click filenametoy o .

VENDOR DEVICE IODD FILEMAME - IMAGE SIZFE |
The 100D file has been updated successfully,

336 4117 | Leuze electromi Electronic-log B53 |
DO1. 1. %=1

Some potential problems are listed belovn:

Ignored File{s):

UPLDAD IODD FILE leuze_slectronic-cml700-icon. png DELETE SELECTED

= Standard IO-Link Definitions

mmitrot Covp.

Welcome Admin

6. Click the file name if you want to view the .xml file.

ComMmTROL Home Diagnostics Configuration Advanced [ELEtGELSeERIEEE Help Logout BN

I0DD FILES SUMMARY PORT1 PORTZ PORT3 PORT &

I0-Link Device Description Files @

User IODD files (click filename to view)

VENDOR DEVICE 10DD FILENAME VENDOR IMAGE DEVICE IMAGE SIZE |

338 41132 f_euze_e'lectrnni:—c.w_ 730_101[{-201 40505 -I0001. 1. 5m1 ] Jeuze_slectronic-cml700-pic.png Teuze_slectronic-Togo.png BL3K O

A0 I0DD FILE I0DD space: 1248K wsad, 15126K available
Click the file name if you want to view the xml file
*% standard I10-Link Definitions

l http://10,0.0.198/index.php/view_uploaded iodd_files/338/4112/Leuze electronic-CML730...

7. Optionally, review the xml file before device configuration.

Click the hyperlink if you want to view the xml file in your browser

-
Leuze electromc-CML730 1'3'10-]01—1[‘5*}Sdfli|DDD1.3 xmi

] A
<%uml version="1_0" dipo="UTF-g"3 g
<t— EXAMPLE IODD —> o
<!-— I0-Link-Geritehaschreibung £&r CMLTO00 ——>
<I0Device xmln=="http://www_io—link.coms/IODD/2010/10"
smlne:x=i="http:/ (www. w2 org/2001/XMLSchema-instance"
¢y v

x=izschemalocation="http:/ /www.io—link.com/IODD/Z010/10
IOUDI_1.x=d">
<DocumentInfo version="V1 5" releaseDate="Z201l4-05-05"
copyright="Leuse slectromic GmbH + Co. HE" />
<!=— Das Gerateprofil ——»
<FrofileHeader>
<Frofileldentification>I0 Device
Profile</Profileldentification>
<PFrofileRevizion>l.l</FProfileRevizion>
<FrofileNamerDevice Frofile fox IO
Devices</Pzofilelame>

Peofil To-Link ¢ {ams/Buogilegousees A Leuze electronic

https//10,0.0 198 /assets/xml/samples/338/4112/L euze electranic-CML730 1010-20140505-L..
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Verifying that the Correct IODD Files Loaded

You can use the 10-Link Master to verify that the correct I0DD files for a product is loaded using the Summary page.
1. Click Attached Devices | Summary .

2. Verify that the port that the device is connected to displays an xml file name in the IODD Name field, as illustrated
in this image.
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Changing Light Curtain Parameters - GUI
Use the Edit button to quickly configure the Leuze CML730-R05-800.A/L-M12 using the IO-Link Device — Port table.
1. Click Attached Devices | Port 1 (in this example). The 10-Link device displays as expected in the PORT page.
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2. Click the EDIT button and change several parameters and click SAVE.
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3. Click the REFRESH button to verify the changes have occurred.

4/30/2015
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Changing Parameters Using the ISDU Interface

This shows using the I0-Link ISDU Interface to change configuration parameters.
Please note:
You must enter the decimal value for the ISDU Block Index and ISDU Sub-index.
The following images do not display the complete web page.

The following screenshots do not illustrate the system responses. The 10-Link Master responds with a command
executed notification.

The following shows how to use the 10-Link ISDU Interface to change 10-Link device configuration parameters.

1. Verify that the light curtain responds to queries.

2. Enter the hex equivalent of LightCurtain63 and click SET.
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3. Click REFRESH to view that the change was made.

4/30/2015
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Using the Data Storage Feature

The following examples illustrate automatic and manual data storage. This example automatically uploads data storage
using the values from the previous subsection.

Index 24 = LightCurtain63
Index 71 Sub-index 0 = 00 01 01 01

Automatic Data Storage
1. Access the Configuration | IO -Link page.
2. Click the EDIT button on the corresponding port.
3. Click Automatic Upload Enable to On.

4. Click SAVE. The data storage (sensor configuration) uploads to the 10-Link Master as soon as the SAVE button
is clicked.
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Notice that the IO-Link Diagnostics page displays that Autom atic Data Storage Configuration for uploading is
enabled.

Notice that when you return to the 10-Link Settings page that the Storage Contents field contains the Vendor
ID and Device ID of the contents stored on the corresponding port.
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5. Click EDIT, set Automatic Upload Enable to No.
6. Set Automatic Download Enable to Yes and click SAVE.

4/30/2015
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7. Notice the IO-Link Diagnostics page now displays Automatic Data Storage — Download .

8. Move the light curtain to another port and reset Index 24 to 0 and Index 71 Sub-index 0 to 00 00 01 01.
9. Replace the light curtain on Port 1.

Automatic Download is temporarily incompatible with this device. A bug report has been filed on this issue. Please use
manual download for this application base version.
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Manual Data Storage

The light curtain is configured accordingly:

4/30/2015
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The following illustrates how Manual Data Storage works.
1. Click Configuration | IO -Link Settings .
2. Click the EDIT button.
3. Click the UPLOAD button under Data Storage Manual Ops .
4. Click CONTINUE.

5. Click Ok to the DONE message.

6. Click Attached Devices | Port 1 and reset these parameters.

Index 24 = 00
Index 71 Sub-index 0 = 00 00 01 01

7. Click Configuration | IO -Link Settings and then the EDIT button.

4/30/2015
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8. Click the DOWNLOAD button and then click the CONTINUE button.

9. Click Ok to the DONE message.
10. Click CANCEL or EDIT to close the port.

4/30/2015
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11. Click Attached Files | Port 1 and observe that the parameters have been downloaded from the IO-Link Master to
the light curtain.
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Using the Device Validation Feature
The light curtain supports Device Validation , Compatible or Identical . With a single light curtain, Identical Device

Validation is not included in this report.

Incompatible Device Attached to Port
1. Inthe IO-Link Configuration
2. Click the GET ATTACHED button.

3. Click SAVE.

page, click EDIT, set Device Validation mode to Compatible .

4. Remove the light curtain from Port 1 and connect another I0-Link device (not a CML730-R05-800).
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5. The IO-Link LED on the 10-Link Master is now flashing red to indicate that an incompatible device is connected to
the port. In addition, the 10-Link Diagnostics page displays that an incompatible device is attached to the port.

Scroll down the 10-Link Diagnostics page, you can also review the Last Event.

Compatible Device Attached to Port

Unable to test this feature with a single light curtain.

Identical Device Validation

Unable to test this feature with a single light curtain.

4/30/2015 Comtrol 10 -Link Master | Leuze CML730-R05-800.A/L-M12 Light Curtain 24



	Report Overview
	IO-Link Master - IO-Link Diagnostics
	Configuring IO-Link Settings
	After Configuring Port-Friendly Names
	Setting Up Passwords
	IO-Link Device Configuration
	Loading the IODD Files
	Verifying that the Correct IODD Files Loaded
	Changing Light Curtain Parameters - GUI
	Changing Parameters Using the ISDU Interface

	Using the Data Storage Feature
	Automatic Data Storage
	Manual Data Storage


