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Comtrol IO-Link Master with the Siemens SIMATIC RF220R  RFDI Reader 

Test Report Overview  
This report provides information on the following topics using Application Base v1.2.4 : 

�  IO-Link Master – IO-Link Diagnostics  page 
�  Configuring IO-Link settings 
�  After configuring friendly port names 
�  Loading IODD files 
�  IODD Configuration Summary  page 
�  Port page – viewing parameters 

IO-Link Master - IO-Link Diagnostics  Page 
IO-Link Diagnostics  page displays the IO-Link devices after connecting them to the IO-Link Master 4-EIP. The port 
status and PDI Data Valid fields indicate that the devices are operational without any configuration. 
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Comtrol IO-Link Master with the Siemens SIMATIC RF220R  RFDI Reader 

 

Configuring IO -Link Settings  
During IO-Link configuration, the Minimum Cycle Time  can be left to the default value, as the IO-Link Master will 
negotiate the required Cycle Time  with each sensor. 

 

After Configuring Port -Friendly Names  
You can use the IO-Link Configuration  page to customize the Port Name . The IO-Link Diagnostics  page now displays 
a friendly port name. 
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Comtrol IO-Link Master with the Siemens SIMATIC RF220R  RFDI Reader 

Loading the IODD Files  
The following illustrates loading (update) IODD files. 

1. Click Attached Devices  and then click the UPDATE button. 

 

2. Click Browse  and then select the file set to upload.  
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Comtrol IO-Link Master with the Siemens SIMATIC RF220R  RFDI Reader 

3. Click the upload  button. 

 

4. Load the remaining IODD files. 
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Comtrol IO-Link Master with the Siemens SIMATIC RF220R  RFDI Reader 

IODD Configuration Summary  Page 
Data displayed in the IO-Link  Device Configuration Summary  page. A file name in the IODD Name field indicates that 
an IODD file is associated to an IO-Link device on the corresponding port. 

 

To configure IO-Link device settings, click the MORE button or the corresponding port number in the navigational bar. 
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Comtrol IO-Link Master with the Siemens SIMATIC RF220R  RFDI Reader 

Port Page - Viewing Parameters  
IO-Link Device Description Port  page allows changing configuration parameters using the IODD file. 

Use the Edit  button to easily configure the sensor using the user interface or the IO-Link Device ISDU Interface . 

Port 2 –SIMATIC RF220R RFID Reader  

1. The sensor displays as expected in the PORT page. 
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